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Amendments to the Spec ification: 

Please replace paragraph [0005] with the following amended paragraph: 
^ According to the invention there is provided a work station having a base; a user 

O support affixed to the base; and an overhead hanger affixed to the base. The 

[j. overhead hanger has a rear portion extending upwardly behind the user support 

2 and an overhead portion extending forwardly above the user support a sufficient 

^ distance so that when a user is positioned in the user support, the overhead 

^ . portion is above the user. The overhead hanger further includes a peripheral 

Jjj mounting system affixable to the overhead portion, proximate a distal end of the 

iti overhead portion. A horizontally disposed pip e affixed to the base, a vertically 

oriented sleeve affixed to a distal end of the pip e, a rod telescopically slidable 
and rotatable within the sleeve, the rod having a ho rizontal portion extending 
from a top end thereof and a computer mouse tray and keypad trav.each 
inde pendently oositionable about the horizontal portion. 

Please delete paragraph [0011] : 

Preferab l y, a compu t er mouso and keyboard support aro affixed to tho work station. 
Please delete paragraph [0012] : 

A framo may be affix e d to tho bag? h-»' ir> g a vertical pnntinn, a rod toloocop i ca ll v 
sl i dable and rotatab le with i n tho s lee ve and affixed at an uppor end to a hor i zonta ll y 
d i sposed bar, and a - mouoo tray and keypad tray pivotally coupled to tho bar. 

Please replace paragraph [0014] with the following amended paragraph: 

In another aspect of the invention there is presented a method of providing a 
work station environment, which includes providing a user area defined by a 
base, a user support affixed to the base, and an overhead hanger affixed to the 
base, having a rear portion extending upwardly behind the user support and an 
overhead portion extending forwardly above the user support a sufficient 
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distance so thcit when a user is positioned in the user support, the overhead 
portion is above the user. The method provides a peripheral mounting system 
affixable to the overhead portion proximate a distal end of the overhead portion. 
The method further provides a horizontally disposed p ipe affixed to the base, a 
vertically oriented sleeve affixed to a distal end of the pipe, a rod telescopically 
slidable and rotatable within the sleeve, the rod having a horizontal portion 
extending from a top end thereof and a computer mouse t rav and keypad tray. 
each independently positionable about the horizontal portion. 

Please delete paragraph [0016] : 

Tho mothod may pr o vid e a mous o s upport tray and a keypad tray on a pivot a l support 
fram o aff i x e d to th e Career 

Please delete paragraph [0017] : 

Tho mothod may fu rth er includo prov i ding a framo affixed to th e ba so hav i ng a vortica l 
o l oevo, a rod to lo scop i c al ly slidablo and rotatab l o with i n tho s l oov e and affixed at an 
upper end to a horiz o nta ll y dispos e d bar, and a mouso tray and keypad tray p i votally 
coup lo to the bar. 
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